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DECLARATION OF CONFORMITY
Company: AQUAS.p.A.
Address: Via T. Croiti, 1 - 42018 - San Martino in Rio (RE)

Hereby declares that the products named:

* AQUA SELECT
Responds to the principal features of the following European Directives:

o 2014/30/CE of 26/02 /2014 - Harmonization of the laws af the Member States
relating to electromagnetic compatibility - EMC Directive

o 2014/35/CE of 26/02 /2014 - Harmenization of the laws of the Member States
relating to the making available on the market of electrical equipment designed
for use within certain voltage limits — Low Voltage Directive

o 2011/65/UE of 08/06/2011 with subsequent update 2015/863 of
31,/03/2015 - ROHS III Directives

o 2Z012/19/UE of 04/07 /2012 - WEEE Directives for electrical and electronic
waste

This declaration is issued under the responsibility of Aqua 5.p.A.

San Martino in Rio (RE) - 08 settembre 2020

Davide Fezzam

{:emﬁcahp% - qua Sp.ﬂ.
|| J.I'
Al b|.'|l"
E....‘l che 24 Z3onec oo e A Fonas oozt Ao g e Jepo e ANCAF AR T Eadtaenimma ‘-*r-a:l
Z. W fk-RIIE-RagoEn k- Tl - "".'1'.':I:.I S treezl e b 2 o Cl s b 20N IEREAGEN Fap ke O FESOTEAGED
H J I.h.: Ehih - ko J.IJ. L0 BABIEL - wemeopEn] - wiedl esfa g L
rev. 1.0 20/10/2020 2/4

Pag. 4



AQUA SELECT

Faucet attached water filters

ENGLISH

ENGLISH

The system and installation must comply with all state and local laws and regulations.
If your water supply is microbiologically unsafe or of unknown quality, provide
adequate disinfection before or after the system.

MIN./ MAX. OPERATING PRESSURE

1/5bar

MIN./ MAX. OPERATING TEMPERATURE

0°C/50°C
(cold water use only)

REPLACEMENT FILTER CARTRIDGE
(SET OF 2)

Do not allow filter to freeze; do not expose filter
assembly to direct sunlight (ultra violet light),

STEP 1

Remove your faucet aerator.

STEP 2

Attach the water filter to your faucet.

You may need to use one of the adapters supplied
with the filter. If an adapter is used, be sure
to also use the appropriate washer between
the faucet and adapter (Figure 1).

STEP 3

Turn on the cold water and set

the selector knob to “FILTERED" (Figure 2).
Flush the filter for 1 or 2 minutes

to remove any loose carbon.

Return the selector knob to "UNFILTERED".
NOTE: Do not run hot water through the filter.
Damage may occur and cause the filter to leak
or malfunction.

STEP 4

Set the date on the selector knob ahead

3 months (Figure 3), The filter should be changed
after 750 litres or every 3 months.

The filter life will depend on your individual
water conditions and may need to be changed
sooner. If bad taste and odour return it is time
to change the filter.

NOTE: For best results operate the filter in the
UNFILTERED position except when filtered water
is needed for drinking, cooking or making ice,

REPLACEMENT CARTRIDGE
A8090030 A8090160
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